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TECHNICAL SPECIFICATIONS OF STL FILES 
 
The STL files must be compliant with the technical specification TECH. 3264-E (file EBU STL), with the 
following restrictions: 

 Code Page Number (CPN = 850 – Multilingual) 
 Disk Format Code (DFC = STL25.01) 
 Display Sandard Code (DSC = 1 - Teletext Level 1) 
 Character Code Table (CCT = 00  - Latin) 
 Language Code (LC) = Italian 

 
The files must be syntactically correct and all the technical parameters must be consistent. 
 
In particular, the following is required: 
 
 Teletext lines must be double height formatted. 
 Text font must be white on black background. 
 Control characters: at the beginning of each line, the double start-box must always be present 

and at the end of each line the double end-box is required. 
 The maximum number of characters per line, including control characters, must be 40. 
 The characters allowed must be those specified by Teletext Level 1 (See tables below. Gray 

background characters in Table 35 are not allowed, are replaced by the Italian subset of Table 
36). 

 All subtitles must belong to the same group, two or more groups of subtitles are not allowed. 
 Total Number of TTI Blocks (TNB) must match the actual subtitle block number in the file. 
 The TimeCodeIn of the first subtitle must be at least 30 frames greater than the TimeCode of 

the first useful frame of the video. 
 The TimeCodeOut of the last subtitle must be at least 15 frames lower than the TimeCode of 

the last useful frame of the video.  
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